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Party PA-Set 300W
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Features :

OMNITRONIC DS-83 MK2 3-Way Speaker 300W

Rugged full-range speaker system for PA and DJ applications
- Party speaker system for disco and rock music
- Improved version with more power
- 3-way bass-reflex system
- Speaker connections
- Piezo super tweeter for powerful treble
- High-quality horn for smooth mid-range
- Optional subbass provides a powerful bass
- Stable wooden housing with protective grille and tray handles
- Scratch-resistant black felt covering
- Stable protective steel corners
- Flange for stand installation
- Applicable as floor monitor, on a subwoofer, standing, on a speaker

stand or wall holder

- Compact dimensions for car transport
- For mobile live and DJ applications

OMNITRONIC CMK-10 Set di microfoni



Set di microfoni a basso costo per studio e palcoscenico
- Microfono robusto e dinamico con caratteristica cardioide
- Set iniziale ideale per tutte le applicazioni standard
- Per campi di applicazione come, ad esempio,: Uso mobile; DJ

mobili/Intrattenitori solisti; Noleggio di attrezzatura di dimensioni
ridotte

 microfono
- Direttività: Cardioide
- Per maggiori informazioni su questo prodotto, consultare

"Download" nella scheda tecnica

 Dotazione della fornitura
- 1 x microfono, 1 x Supporto, 1 x cavi XLR, 2 x borsa, 1 x treppiede

OMNITRONIC EDP-300 Class D Amplifier

Stereo PA amplifier with SMPS, 2 x 180 W
- Stereo PA amplifier with class D circuitry
- Low weight and height due to integrated switch mode power supply
- Speaker switch-on delay and auto limiters
- 2 operating modes can be selected (stereo or bridged)
- 2 level controls
- LED VU meter and LEDs for activated protective circuit (protect),

overload (clip), and signal per channel

- Complete protection set against short-circuit, overheat, clipping,
overload and VHF signals

- Electronically balanced inputs via XLR mounting jacks
- Speaker outputs via lockable Speaker plugs
- Robust steel chassis with aluminum front panel
- Rack installation with 1 unit
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