(@ OMNITRONIC )

OMNITRONIC MDI-001XLR XLR USB Interface Art.n.: 10359855

USB interface with integrated preamplifier for XLR microphones GTIN: 4026397471113

L'articolo non € piu disponibile.

Features : Logistica

EAN / GTIN: 4026397471113
Peso : 0,15 kg
Lunghezza: 0.18 m

- USB interface directly connects XLR microphones to your computer

- For digital recordings of vocals, speech, instruments, podcasts and voice messaging
- Plug & play - connects to PC and Mac without driver installation

- Integrated studio-quality preamplifier with variable gain control

- High-resolution A/D converter (16 bits/8-48 kHz) for high-end audio quality

- +48V phantom power for condenser microphones can be switched on

- Stereo headphones output with separate volume control for zero-latency monitoring
- Tone control for high and low frequencies

- Delivery includes USB cable

- Windows XP, Vista, 7 and Mac OS X 10.0 and better

Larghezza: 0.12 m
Altezza : 0.03 m

Dati tecnici :

Intervallo di frequenza: 20 - 20000 Hz

Misure: Larghezza: 12,3 cm
Profondita: 2,5 cm
Altezza: 2,5 cm

Peso: 0,11 kg

Power supply: USB bus, max. 500 mA

A/D converter: 16 bits

Sampling frequency: 8-48 kHz
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Microphone input: 3-pin XLR, bal.

Digital output: USB mini-B

Headphones output: 3.5 mm stereo jack
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